
NAME THE SAFETY 
VIOLATIONS

General Industry 

and 

Construction



LADDERS AND WORKING AT 
HEIGHTS



-Ladders shall not be used as scaffolds. 
-Ladders shall not be spliced together.
-Ladders shall extend at minimum 3’ above the 
landing point of contact.
-Workers shall have fall protection when working 
at heights 6’ or higher.

- Fall protection shall be used while working on 
open edged platforms.
-Ladders shall be placed on stable even ground. 
Ground looks to be pitched more than 3 degrees 
downwards away from the base of the structure.
-Area around the base of the ladders shall remain 
guarded.

- Ladders do not look to be properly braced at 
their bases or tops.

- Equipment and materials look to be attached 
and freely hanging off of the ladders. This could  
cause a loss of balance.



Employee is sitting on the 
top cap of the stepladder.

No fall protection.

Workers shall have fall 
protection for heights 6’ or 
higher.



General Industry or Construction?

- What is he tied-off to?
- What is the ladder tied-off to?
- Is the ladder base secured?
- How high up is he? Over 6’?
- Is the ladder being physically supported by 
any counter weight other than the straps?
- He’s performing electrical type work, since we 
do not know if he has done LO/TO: what material 
is his ladder made of?

- How does he know the bannister will support 
his ladder, his weight and materials combined? 

- What is the weight that OSHA requires a tie–off 
support be rated at? 5000 lbs.
- What is the weight OSHA requires a handrail 
support? 200 lbs. downward force.



- Improper, Unstable base surface. 

_ Stepladder base is set on a brick 
and a step.
- Step ladders shall not be used as 
straight ladders.,,

Kind of an inconvenient way to use 
the phone.



- Not using a ladder to reach 
work height.
- Not an approved work 
platform.
- Wheels not chocked.
- No traffic device placed 
alerting traffic of a stopped 
vehicle. (Is this OSHA or DOT?)

- Ground surface uneven.



How many does it take 
to change a light bulb?



EMERGENCY EXITS: WHAT’S WRONG HERE?



- Improper lifting 
technique.
- Improper 
safety footwear.
- His friends sure 
aren’t helping.




